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ALP 91 and ALP 120, Deactivation of the Missing Phase Monitoring

The Missing Phase Monitoring has to be deactivated if the ALP is connected to unsymmetrical grounded mains 
supply (e.g. in Japan) or to IT-mains supply systems. With the first the monitoring is operated just after 
connecting to the mains (about 15 sec. delay), with the second system it may happen to monitor a missing 
phase, if the IT-system is clearly unsymmetrical loaded.

For the deactivation the following steps have to be done at the ALP:
step 1: unscrew 4x Philips screw PH2 at the mains/lamp connector:

step 2: remove 22x cover holding screws (TX10). (Do NOT unscrew the control connector!):
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step 3: lift the cover and tear it slightly as shown below (as normally a sealing is between the cover parts it may be a 
little difficult to do):

step 4: move the mains/lamp connector downside into the housing:
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step 5: disconnect the control connector cable from the printed board (see red arrows):

step 6:    remove cover carefully.

step 7: disconnect the right red cable from the printed board (see picture below):



uv-technik uv-technik meyer gmbh
Glauburgstraße 34 • D-63683 Ortenberg (Bleichenbach) • Telefon: +49-(0)6041-9628-0  • Telefax: +49-(0)6041-50577

Seite/page 4

Technische Änderungen vorbehalten
VG_ALP91+120 Deaktivierung Phasenausfall E.doc 2007-05-28 11:03

step 8: isolate the disconnected connector:

step 9: reconnect the control connector (with the flat cable) to the printed board connector (opposite step 5).

step 10: replace the mains/lamp connector (opposite step 4). 

step 11: close cover, eventually replace the sealing.

step 12: retighten 22x cover screws (opposite step 2).

step 13: retighten 4x Philips screw (PH2) at the mains/lamp connector (opposite step 1)

Ready ! Check correct function of the ALP.


